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P503P5 

Scheda Tecnica  
 
Pannello in alluminio anodizzato con comandi a pulsanti in acciaio inox, per regolazione 
volumi musica/microfono e selezione sorgente. 
Ingressi sorgente audio locale left/right su RCA gold-plated  
 
 
Caratteristiche tecniche 
 

- Materiale Alluminio anodizzato spessore 1mm 
- Pulsanti IP68 in acciaio inox  
- Ingressi RCA placcati oro 
- Uscita comandi su cavo CAT5/6 su terminali a saldare 
- Uscita segnale audio bilanciato su cavo STP CAT5/6 o su cavo bil. Schermato 
- Spia LED Blu indicazione sorgente locale attiva 
- Dimensioni ed ancoraggi compatibili con scatole 503 standard (orizzontali) 
- Dimensioni esterne 122 x 82mm Spessore 1mm 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Compatibilità normative: 
 
EN 60065/A11 2010  Audio, video and similar electronic apparatus. Safety requirements.  
EN 61000 - 6 – 1  2007  Electromagnetic compatibility (EMC) 
60364-4-41 Low-voltage electrical installations 
IEC 60364-7-702 ed3.0 Low-voltage electrical installations - Part 7-702: Requirements for special 
installations or locations - Swimming pools and fountains 
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